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Connect ALL the
BLACK Leads to the
COMMON ONLY

*********Important Notes********
All Common (Black Wires) connections are connected
 to the same tag on the module. Although they are BLACK 
they ARE NOT the negative (-) side of your supply.
Do not couple them to anything other than the module.

Carefully solder the 
LED leads to the module

Carefully place a small 
solder ‘Blob’ over the two pads

Options Port
Carefully trim back the Heat Shrink Shroud
 with a Craft-Knife to reveal the Options Port
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Common (All Blacks)
LED 1

LED 1

LED 2

LED 2

LED 3

LED 3

LED 4

LED 4

LED 5

LED 5

LED 6

LED 6

V(+) Switched V(-)RC Signal Out

Max 200mA
****OPTION WHEN PRE-ORDERED*****

LED 5 & 6 are designated as 
un-switched for Static Navigation

Lights.

Mr RC WORLD

MKII ONBOARD SIGNALLING  LEGEND

POWER UP INITIALISE -  3 RAPID FLASHES
SWITCH ACTIVE -  LED ON (LIT)
SWITCH INACTIVE  - LED OFF (UNLIT)

IF LED IS PERMANENTLY ‘ON’  AFTER THE 
INITIAL POWER-UP PULSES THEN EITHER 
NO RC SIGNAL IS PRESENT (TRANSMITTER 
TURNED OFF) OR YOU HAVE THE WRONG 
TRANSMISSION PROTOCOL.  

MkIII (Onboard Error Signalling)
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Carefully cut through the print
between LED Terminals 4 and 5
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*********Important Notes********
All Common (Black Wires) connections are connected
 to the same tag on the module. Although they are BLACK 
they ARE NOT the negative (-) side of your supply.
Do not couple them to anything other than the module.

Options Port
Carefully trim back the Heat Shrink Shroud
 with a Craft-Knife to reveal the Options Port

LANDING LIGHT 1
LANDING LIGHT 2
LANDING LIGHT 3
LANDING LIGHT 4
NAVIGATION LED 1
NAVIGATION LED 2

V(+) Switched V(-)RC Signal Out

Max 200mA
****OPTION WHEN PRE-ORDERED*****

LED 5 & 6 are designated as 
un-switched for Static Navigation

Lights.

Mr RC WORLD

MKII ONBOARD SIGNALLING  LEGEND

POWER UP INITIALISE -  3 RAPID FLASHES
SWITCH ACTIVE -  LED ON (LIT)
SWITCH INACTIVE  - LED OFF (UNLIT)

IF LED IS PERMANENTLY ‘ON’  AFTER THE 
INITIAL POWER-UP PULSES THEN EITHER 
NO RC SIGNAL IS PRESENT (TRANSMITTER 
TURNED OFF) OR YOU HAVE THE WRONG 
TRANSMISSION PROTOCOL.  

Mk I.4 (Onboard Error Signalling)
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RC Aircraft Switched Navigation

Suggested Installation Detail
And Landing Lights

Connect both BLACK
 Leads to the COMMON

Connect each LED Lead
to  a port on the module

Carefully solder the 
LED leads to the module

Left(Port)

Left(Port)
Lighting

Right(Starboard)
Lighting

Right(Starboard)

Leading Edge

Trailing Edge

RED GREEN

Landing Light

Black Black

BlackBlack

WhiteWhite

Red Green

Landing Light

Joint both Blacks
from Port Nav and 
Landing Light, connect
them to the Black 

Joint both Blacks
from Port Nav and 
Landing Light, connect
them to the Black 

Connect Red - Red
White - White 

Connect Green - Red
White - White 

300mm Servo
Extension Lead
equally cut into 2

Please Note

This drawing is only intended to give you
some inspiration as to how I have installed
the lighting kit on a removable wing model. 

Servo Extension Leads, Servo Splitters etc.
Can be purchased from our On-Line Store
 at www.mr-rcworld.co.uk

Multi-PinPlugs, Sockets, Housings and
Receptacles can also be purchased
from our On-Line Store  at
 www.mr-rcworld.co.uk
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Common (All Blacks)
LED 1
LED 2
LED 3
LED 4
LED 5
LED 6
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RC Aircraft Switched Navigation

Suggested Installation Detail
And Landing Lights

Connect both BLACK
 Leads to the COMMON

Connect each LED Lead
to  a port on the module

Carefully solder the 
LED leads to the module

Left(Port)

Left(Port)
Lighting

Right(Starboard)
Lighting

Right(Starboard)

Leading Edge

Trailing Edge

RED GREEN

Landing Light

Black Black

BlackBlack

WhiteWhite

Red Green

Landing Light

Joint both Blacks
from Port Nav and 
Landing Light, connect
them to the Black 

Joint both Blacks
from Port Nav and 
Landing Light, connect
them to the Black 

Connect Red - Red
White - White 

Connect Green - Red
White - White 

300mm Servo
Extension Lead
equally cut into 2

Please Note

This drawing is only intended to give you
some inspiration as to how I have installed
the lighting kit on a removable wing model. 

Servo Extension Leads, Servo Splitters etc.
Can be purchased from our On-Line Store
 at www.mr-rcworld.co.uk

Multi-PinPlugs, Sockets, Housings and
Receptacles can also be purchased
from our On-Line Store  at
 www.mr-rcworld.co.uk

Eng. 
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LANDING LIGHT 1
LANDING LIGHT 2
LANDING LIGHT 3
LANDING LIGHT 4
NAVIGATION LED 1
NAVIGATION LED 2



If you are using LED’s you MUST fit resistors into the circuit

Battery Voltage          Resistor (Ohms) 
5.0V                                    150 
6.0V                                   200 
9.0V                                   360 
12.0V                                   510 
.

Short Leg is Cathode.
Cathode  is connected to the negative 
side of the batteries

Solder

LED

Flat on package denotes
the Cathode 

Rev No

Scale 1:1 Drawing No 3 of 3

Sept 2009

LED General Information

The Resistor can be placed in either Leg of the LED

*****Please Note***** 
The information on LED current
limiting resistors is generic to all LED 
applications.

With this kit it is unnecessary to 
use resistors in the circuit as they 
are already built in on the Module.  

Replacement or additional LED’s can be purchased from us
Please contact us, or visit our website www.mr-rcworld.co.uk

SMD 1206, 0805 & 0603

Cathode usually marked by
a Green Band or Arrow on

Underside of Device.

CATHODE ANODE

FLAT

A

K
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